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1. UC64 Validate Visit Identifier 
2. 
3. 
3.1 Brief Description

This use case covers the validation of key fields for a visit and the generation of a visit identifier.

3.2 Flow of Events

3.2.1 Basic Flow 

UC64.1 When the user is adding a visit then the system will uniquely identify the visit by Visit Type and Visit Number .

UC64.2 The system will display an error message if a user attempts to create a duplicate visit. 
Visits
Field Size & Type
Justification
Display Requirements
Query Requirements
Enter/Update Requirements

Visit Number





15A/N
Left, space filled
with the leading zeroes, if applicable.
leading zero will have to be entered, if applicable.
leading zero will have to be entered, if applicable.

UC64.3 The system will combine the visit type code and visit number fields to generate the identifier for a visit.  A space will be placed between the visit type code and the visit number. After the visit identifier has been generated the system will blank out the visit number. 
3.3 Special Requirements

3.3.1 Limiting Fields to Application Specific Values

USBL34 Copy of ...  Display and/or validation for the following fields must limited to the allowed values identified for the application:

· Alteration/Visit Type.

Visit Types and Definitions:
ASM
ASSESSMENT

AUD
AUDIT

CER
CERTIFICATION

EVL
EVALUATION

GRM
GROOM

INS
INSPECTION

MTG
MEETING

SCK
SHIP CHECK

TRG
TRAINING

TST
TEST

VAL
VALIDATION

WAR
WARRANTY
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